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1. DESCRIPTION

On a SLS4 or SLS8 pump equipped with ECS, the transmis-

sion includes a pressurization capacity destined to be sup-

plied with 4 bar / 58 psi compressed air.

Air supply leads to pump inside opening, allowing full CIP flow

rate to cross the pump with a limited pressure drop. As a

consequence, external CIP bypass valve and linked piping

are no longer necessary.

2. OPERATION

2.1 Process operation (Product pumping)
During process operation, transmission is not supplied

with air. Disc remains against the cylinder, to allow pum-

ping action.

2.2 Cleaning in place or water flush
During a CIP or a water flush, the pump is stopped and the

transmission is supplied with compressed air. This allows :

• To move disc away from the cylinder, thus letting the

full CIP flow rate going through the pump with a limi-

ted pressure drop.

• To balance pressures inside and outside the bellows,

allowing resistance to pressure and water hammers.

Curve below gives pressure drop inside the opened pump

depending on CIP flow rate.

STOP

Air 

4 bar / 58 psi 

max.

Non-contractual information.
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Pumping set must be installed according to recommendations

mentioned in pump Instructions (NT 1004-E00).

3.1 Air connection
Connect air supply to pressurization capacity and check that

pressure does not exceed 4 bar / 58 psi. Use a pressure

reducer if necessary. Drive air supply with a 3-ways sole-

noid valve allowing either to put transmission inside at

atmospheric pressure or 4 bar / 58 psi. Solenoid valve can be

similar to the ones used on butterfly/ball valves pneumatic

actuators.

3. INSTALLATION

4.1 Process operation (product pumping)
Drive solenoid valve to put transmission inside to

atmospheric pressure. Pressurizing transmission while

pump is rotating will lead to total flow rate loss and can

damage the transmission.

4.2 CIP or water flush
Pump must absolutely be stopped before pressurizing

the transmission. Drive solenoid valve to put transmis-

sion inside at 4 bar / 58 psi pressure.

Cycle for any CIP or water flush will be as follows :

1. Pump stop.

2. Pump inside opening of the pump by driving solenoid

valve (Compressed air 4 bar / 58 psi max).

3. CIP or water flush start.

4. CIP or water flush end.

5. Pump inside closing of the pump by driving solenoid

valve (connection to atmosphere).

6. Pump ready for a new process phase.

Maximum pressure at pump inlet during CIP: 6 bar g /

90 psi g.

CAUTION ! INJURIES RISKS !

Transmission must never be pressurized alone (not moun-

ted in a pump). Bellows tightness must never be controlled

by introducing compressed air in the oil filling port.

For any operation on pump and transmission, SLS4 and

SLS8 Pumps Instructions must be read (NT 1004-E00).
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