ANTIFREEZE

WINDSCREEN

WINDSCREEN AND ANTIFREEZE SOLUTIONS

OZZLES,METERS ano HOSE REEL

NOZZLES

EN. Antifreeze windscreen washing liquid
nozzles. Specially made of strong plastic
material, they are also available with K40O
electronic flow meter.

Performance:

Flow rate: from 1to 120 |/min

Precision: +/- 0.5 %

Max pressure: 25 bar

METERS

ES. Pistolas para liquidos limpiacr stales con
anticongelante. Realizadas espcialmente

en material pléstico ligero y resistente
estdn disponibles ademds con cuentalitros
electrénico K400.

Prestaciones

Caudal: de 1a 120 I/min

Precisién: +/- 0,5 %

Presién max.: 25 bar

RU. MucToneTbl Ana Hesamep3aloLen XXngKoctm
LN OMblBaHWA cTeKosl. OHU U3roTOBAAOTCA 3
NIErkoro 1 NPOYHOro NnacTuka u npegaralTca
TaK>Ke B KOMIMIEKTALUN C SIEKTPOHHBIM
cyeTymkom nutpos K400.

XapaKTepucTuku:

Pacxop: ot 1 go 120 n/mMuH

MorpewHocTb: +/-0,5 %

Makc. paBneHue: 25 6ap

Digital turbine meters. Easy to install, in line
or at the end of a delivery pipe, equipped with
adjusting screen for easy reading.

The ideal instrument for controlling fluid
dispensing. Sturdy casing and a sealed
electronic card make it suitable for use in
practically all conditions.

HOSE REEL

Cuentalitros digital de turbina.

Este cuentalitros es fdcil de instalar, en linea
o en el extremo del tubo de impulsidn, y estd
dotado de un display aplicable en varias
posiciones para facilitar su lectura.

Es el instrumento ideal para la gestidn del
fluido suministrado.

Lindposoi TypbuHHbIN cyeTumk nuTpos. MpocTasn
YCTaHOBKa, B JIVIHVIIO WIN Ha HarHeTaTeNbHy0
Tpy6y, OcHalleHa Ancnaeem, pacnonoxeHne
KOTOPOro MOXHO PerynnpoBaTb ANA yrnpoLyeHus
CUNTbIBAHNA.

370 MpeanbHbI NPMOOP ANA ynpaBneHws
nofasaemon XUAKoCTbio. MNMpoyHbI Kopnyc

1 TepMeTUYHO 3aKpbITas 3NIeKTPOHHas naTa
NO3BONAIOT NCMONIb30BATb €70 NPaKTUYECKN B
TO6GbIX YCNIOBUAX.

The hose reels are suitable to distribute air for
professional use. They are compact, resistant
and of easy installation.

The incorporated revolving bracket permits
the orientation of the hose reel following the
hose direction.

Enrolladores disefiados para la distribucién
de aire comprimido con uso profesional.
Compactos, resistentes y de fdcil instalacidn.
El soporte giratorio incorporado permite

la orientacidn del enrollador de manguera
siguiendo la direccidn de la manguera.
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Weight Packaging
Code kg Ibs mm inch pes/box
NOZZLES
FO0976WO0A 0,95 2,1 300x390x260  11,8x15,4x10,2 1
FO00976W10 0,45 1 203x320x88 8x12,6x31,5 1
F0063001A 0,2 0,4 - - 1
METERS
F0040710A 0,5 11 Blister Blister 1
F0040721B 0,4 0,9 115x160x135 4,5x6,3x5,3 1
F00870020 1 2,2 - - 1
F0049503B 1,2 2,6 225x125x150 8,9x4,9x5,9 1
HOSE REEL
HA201512ALA 17 37,5  550x260x540 Box 1

YcTporicTBa — KOMMAKTHbIE, MPOYHbIE U TErko
MOHTUPYIOTCA.

BcTpoeHHas noBopoTHas onopa no3BosiseT
NnoBoOpaynBaTh B HarnpaBaeHN UCMONb30BaHNA
LunaHra.

NOZZLES, METERS, HOSE REELS
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up to

120 v

(up to 30 gpm)

NOZZLES METERS

R EGISTERED PATENTED
DESIGN -

B g = One socket
| | = e included
Easy windscreen
with K400 meter
Easy windscreen K24 turbine digital meter

Automatic hose reel Manual nozzle with K24
FEATURES W ON REQUEST
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Fluids Flow-rate Pressure Batteries
Code Description type I/min gpm bar psi siﬁ).N Inlet Outlet
NOZZLES
FO0976WOA Easy windscreen with K400 meter 1-30 03-8 25 362 2 1/2" BSP -
F00976W10 Easy windscreen - - 25 362 - 1/2" BSP -
FO063001A Manual nozzle 1-80 0,3-21 34 49 - 3/4" hose tail =
METERS
F0040710A K24 Turbine digital meter M/M 1”BSP 5-100 1,3-264 10 145 = M 1” BSP M 1" BSP
F0040721B K24 Pulse Meter M/MF 1"BSP 5-100 1,3-264 10 145 - F 1" BSP M 1" BSP
F00870020 Manual nozzle with K24 5-80 1,3-21 34 49 2 = =
F0049503B Remote display with Pulse OUT - - - - - - -
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